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ENVIRONMENTAL AND PRODUCT SAFETY DATA SHEET

Product

Plates, PE-coated

Raw Material

Polyethylene, PE

Top paper layer, bleached craft paper

Unbleached board

Bottom paper layer, bleached magazine paper

Additives

Printing ink (only decorated plates)

Glue

Packaging

Inner: Polyethylene film

Outer: Corrugated board box

Manufacturing

The three paper layers and the plastic film are glued together. The material is cut and formed to plates by a machine.

Field of Application

The plates may be used for serving of cold or hot food.

EC Directive 94/62/EC on Packaging and Packaging Waste

The packaging complies with all essential requirements as defined by 94/62/EC. 

For example minimum adequate amount of packaging, limitation of heavy metal content, recyclable through at least one of the following: reuse, material recovery, energy recovery or composting.

Environmental Aspects

Product

Top and bottom layers are made of virgin fibers in order to come into contact with foodstuffs. The bleaching is carried out with oxygen, hydrogen peroxide and chlorine dioxide. The intermediate board layer is made of 100% unbleached recycled fibers. Polyethylene is made from mineral oil or natural gas. The polymer consists simply of carbon and hydrogen. The printing inks are water based.

Packaging

Polyethylene is made from mineral oil or natural gas. The polymer consists simply of carbon and hydrogen. The corrugated board box is to a large extent made from recycled material.

Product Safety

The products fulfils following:

· German regulations BgVV, Empfehlungen des Bundesinstitutes für gesundheitlichen Verbraucherschutz und Veterinärmedizin,  XXXVI, concerning paper, board and carton intended for use in food packaging. (craft and magazine paper)

· EC-directive 90/128/EEC, Material and products made of plastic intended to come into contact with food, 
· Migration tests according to EC-directive 82/711/EEC, 93/8/EEC and 85/572/EEC have been performed. 

· To maintain a high hygienic standard the plates undergoes bacterial testing. Staff from a consultant laboratory takes random samples from the production line.

· Duni manufacturing units are certified according to the international quality system ISO 9001 and 9002. They have also implemented or will implement the environmental management system ISO 14001.
Management of Used Products

Energy Recovery

Complete combustion for energy recovery mainly gives rise to carbon dioxide and water, besides a small amount of ashes. The energy content in plastic/ paper is comparable to the energy content in oil/ wood.

Recycling

Recycling of the materials is possible for producing new plastic/paper products.

Validity

This is a copy of a document issued 2002-11-29. It is normally updated every second year or when there is a change in the manu​facturing process, in the product or in legislation. To make sure that you have the latest edition, contact Group Environmental Affairs.[image: image1.png]
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Telephone: +46 35 15 00 00, Telefax: +46 35 15 03 80, environment@duni.com
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